
S.W. 4-18-00 AUTO CAD FILE

AA

SECTION  A - A

S.W. 9-18-01 AS PER COMMENTS

10' COMB. CURB & GUTTER
SAW CUT, REMOVAL & REPLACEMENT INCLUDED TO
PAY ITEM MODIFIED CURB DRAINAGE STRUCTURE 

NOTE:
CONCRETE REPLACEMENT WILL BE MONOLITHIC POUR WITH EXPANSON
MATERIAL AT CONSTRUCTION JOINT.
BACK FILL WEDGE AREA WITH CA-6 (GRADE 8), CRUSHED LIMESTONE
OR AS DIRECTED BY ENGINEER.

J.S. 01-10-05 AS PER IDOT 

 TO BE ADJUSTED(SPECIAL)

K.R.G. 02-19-08 AGGREGATE BASE

M.T.P 12-16-08 AS PER COMMENTS

VILLAGE OF WHEELING
SPECIFICATIONS AND DETAILS

FILE LOCATION
MODIFIED CURB DRAINAGE

STRUCTURE STANDARD

VILLAGE OF WHEELING
ENGINEERING DIVISION
2 COMMUNITY BOULEVARD
WHEELING, IL 60090
WWW.WHEELINGIL.GOV N:\ENGINEERING\STANDARDS\

ROADWAY

REVISIONS


